
Features

Dimensions Unit: mm 

VESA Docking Station for AIM-38

Specifications
AIM 10 VESA Advanced Dock AIM 10 VESA Dock with USB

I/O 

2 x USB 3.0/2.0
1 x RS-232 COM 
1 x Gigabit LAN 
1 x Power jack

2 x USB 2.0 
1 x Power jack

Stand N/A N/A
Power Input Voltage 9 – 32V 19V

Mechanical
Dimensions (W x D x H) 159.13 x 75.49 x 227 mm (6.3 x 2.9 x 8.9 in) 159.13 x 75.49 x 227 mm (6.3 x 2.9 x 8.9 in)
Weight 0.282 kg (0.62 lb) 0.28 kg (0.61 lb)

Environment

Operating Temperature -10 ~ 50 °C (14 ~122 °F); 0 ~ 40 °C (32 ~104 °F) 
for charging

-10 ~ 50 °C (14 ~122 °F); 0 ~ 40 °C (32 ~104 °F) 
for charging

Storage Temperature -20 ~ 70 °C (-4 ~ 158 °F) -20 ~ 70 °C (-4 ~ 158 °F)
Safety UL, CB, LVD, CCC UL, CB, LVD, CCC
Certifications CE, FCC, CCC CE, FCC, CCC

Ordering Information
Part Number Description
AIM-VSD0-0470 AIM 10 VESA Advanced Dock
AIM-VSD0-0471 AIM 10 VESA Dock with USB

VESA Dock
 � 9 ~ 32 V wide input voltage range

 � VESA (75 x 75 mm)-compliant docking stations

 � -10 ~ 50 °C (14 ~122 °F) operating temperature

 � Reliable docking connector especially for retail applications
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All product specifications are subject to change without notice. Last updated: 8-Aug-2019


