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  IEEE 802.3, IEEE 802.3u, IEEE 802.3ab

  10/100/1000 Mbps, MDI/MDIX

  2

  8-  RJ45

   1.5 KV 

  RS-232/422/485, 

  EKI-1528/EKI-1528I/EKI-1528TI/EKI-1528N: 8  
EKI-1526/EKI-1526I/EKI-1526TI/EKI-1526N: 16

  DB9 male  8-  RJ45

  5, 6, 7, 8

  1, 1.5, 2

  None, Odd, Even, Space, Mark

  XON/XOFF, RTS/CTS, DTR/DSR

  50 bps ~ 921.6 kbps,  
16  230.4 kbps

  RS-232: TxD, RxD, CTS, RTS, DTR, DSR, DCD, GND, RI  
RS-422: TxD+, TxD-, RxD+, RxD-, GND
RS-485: Data+, Data-, GND

   15 KV ESD

  Windows XP/7/8.1/10, Windows 
2003/2008/2012/2016/2019 및 Linux 

  Advantech EKI Device Configuration Utility

  COM   
TCP/UDP  
TCP/UDP  

 
RFC2217  

Windows utility, Telnet 

 ARP, ICMP, IPv6, TCP, UDP, BOOTP/DHCP Client, Auto 
IP, Telnet, SNMP, HTTP, DNS, SMTP, NTP

SNMP MIB-II

  438 x 43.6 x 259.2 mm (17.24" x 1.71" x 10.2")

  SECC  

 

  
LAN: , Link/Active  

 Tx, Rx

  RTC

   WDT 

 EKI-1528(I)/EKI-1526(I): 100 ~ 240 V    , 50 ~ 60 HzAC  
EKI-1528T(I)-VDC/EKI-1526T(I)-VDC 12 -48 VDC  
EKI-1526T(I)-VHDC 120 -270 V    , DC

 5.6 W

 -10 ~ 60°C (14 ~ 140°F)  
"I" : -40 ~ 75°C (-40 ~ 167°F)

 -20 ~ 80°C (-4 ~ 176°F)

 10 ~ 95% RH

 EMC CE, FCC Part 15 Subpart B (Class A)

EKI-1528 EKI-1526

EKI-1528/I/TI/N
EKI-1526/I/TI/N

: 17-Mar-2020



www.advantech.com/products

EKI-1528/I/TI/N
EKI-1526/I/TI/N

EKI-1526/1526I EKI-1526T/1526TI

EKI-1528/1528I EKI-1528T/1528TI

단위 : mm [inch]
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EKI-1528 8-  RS-232/422/485 

EKI-1526 16-  RS-232/422/485 

EKI-1528T-VDC 8-  RS-232/422/485  (DC
)

EKI-1526T-VDC 16-  RS-232/422/485  (DC
)

EKI-1528I 8-  RS-232/422/485 

EKI-1526I 16-  RS-232/422/485 

EKI-1528TI-VDC 8-  RS-232/422/485  (DC )

16-  RS-232/422/485  (DC
)

EKI-1528N 8-  RS-232/422/485  (RJ45
)

EKI-1526N 16-  RS-232/422/485  (RJ45
)

EKI-1526TI-VHDC 16-  RS-232/422/485  (125V)

EKI-1526N EKI-1528N

단위

EKI-1528/I/TI/N
EKI-1526/I/TI/N
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EKI-1526TI-VDC


